
 
                           

                                                                                                                                                                                                                                                                                                                                     
 

 
WARRANTY / SPECIFCATIONS 
Sleeves will maintain TIR tolerance of < .001” and OD tolerance +/- .0012” measured on a carrier cylinder with TIR 
values of less than or equal to .005mm. Sleeves to be warranted for a period of 1 year from date of 
shipment.  Application of warranty is subject to Inometa standards of care, handling, and application.  Abnormal 
stress and damage voids warranty.  Conditions assessment is at the  
discretion of Inometa representative. 

 
Mounting: 6 bar air pressure, air flow (liters/second) 12 
BCD                                                 Repeat 
Min: 2.761”                                       Min: 9”   
Max: 13.027”                                    Max: 45” 
 
Length: up to 87.5” 

          
 

 Handling 
 
� Avoid cutting the sleeve surface as this can distort it. Allowing ink to dry on the surface can have a negative 
influence on the print characteristics under certain circumstances. Do not expose the sleeves to heat concentrated in 
any one area (e.g. by trying to remove the plate with a hairdryer) as this may cause partial distortion to the sleeve 
surface and geometry. The sleeve surface can be cleaned using a solvent base cloth (we recommend Ethanol 
or Isopropanol). We strongly advise against soaking the sleeve. Excess cleaning solution should either be removed 
with a dry cloth or allowed to evaporate. Under no circumstances should the sleeves be treated with acids, alkaline - 
or saline solutions.  
 

 
         Storage 

 
�Storage at high temperatures and exposure to humidity can sometimes have a negative effect on the life of the 
sleeves. Sleeves stored standing upright should be secured against falling over. Sleeves should not be stacked 
on top of each other. Sleeves mounted on an air mandrel should be stored so that no weight or pressure 
is exerted on the sleeve itself as this can have a negative effect on the concentricity of the sleeve. Inometa 
recommends all sleeves to be stored in a sleeve storage system. 
 

 
 

 

      
    CARE AND HANDLING 
 




